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Task 5 
Modeling Corrosion in Oxygen Controlled LBE Systems with Cou-
pling of Chemical Kinetics and Hydrodynamics
S. Moujaes and Y. Chen
BACKGROUND 
The corrosion of structural materials is a major concern for the 
use of lead-bismuth eutectic (LBE) systems for nuclear appli-
cations such as in transmuter targets or fast reactors.  Corrosion 
in liquid metal systems can occur through various processes, 
including, for example, dissolution, formation of inter-metallic 
compounds at the interface, and penetration of liquid metal 
along grain boundaries.  Predicting the rate of these processes 
depends on numerous system operational factors:  temperature, 
system geometry, thermal gradients, solid and liquid composi-
tions, and velocity of the liquid metal, to name a few.  Corro-
sion, along with mechanical and/or hydraulic factors, often 
contributes to component failure. 
The goal of this project is to develop a corrosion model that 
combines the chemical kinetics and hydrodynamics in the sys-
tem to predict corrosion rates.  In this effort, these models will 
be developed for the Delta test loop at Los Alamos National 
Laboratory (LANL) and a theoretical LBE accelerator target 
system.  The resulting models will be predictive tools that can 
be validated with corrosion test data and used to systematically 
design tests, interpret the results, and provide guidance for op-
timization in LBE system designs. 
RESEARCH OBJECTIVES AND METHODS 
There are two subtasks to this research.  The first subtask de-
velops the necessary tools to predict the levels of oxygen and 
corrosion products close to the boundary layer using Computa-
tional Fluid Dynamics (CFD) modeling.  The second subtask 
predicts the corrosion process kinetics between the LBE and 
structural materials by incorporating pertinent information 
from the first subtask.   
STAR-CD software was used to model the corrosion and pre-
cipitation rates in the LBE loop.  This allowed researchers to 
compare the theoretical analysis with available experimental 
results.  The surface corrosion analysis was obtained using a 
subroutine attached to the STAR-CD code, called CHEMKIN.  
The information obtained from this analysis theoretically pre-
dicts likely locations for corrosion and precipitation along the 
axial lengths of the test loop.  
The first subtask involved performing a series of parametric 
runs.  Models prepared from the previous year were used as 
guides for the parametric studies.  Variables investigated in-
cluded the average eutectic flow velocity, average mean bulk 
eutectic flow, inlet temperatures, and average inlet oxygen con-
centrations in the three geometries:  a straight flow section, an 
elbow bend and a tee section.  The thermal-hydraulics study 
involved using a 2-D CFD code simulation to obtain averaged 
values of stream-wise velocity, temperatures, and oxygen and 
corrosion product concentrations at various axial locations 
close to the walls of several partial loop sections within the 
LBE loop.  The oxygen and corrosion products inside the test 
loop were simulated to participate in chemical reactions with 
the eutectic fluid as it diffused towards the walls.  Details of the 
geometry of these loops will be obtained from scientists at 
LANL.  These values acted as a set of starting boundary condi-
tions for the second task.  
The second subtask focused on the kinetics of the dissolu-
tion/deposition process as a function of temperature, flow ve-
locities, dissolved metal concentrations, oxygen potentials of 
the system, the kinetics of film formations in the presence of 
oxygen, and the kinetics of metal transport through the oxi-
dized surface film. 
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Schematic of corrosion processes between the metal surface and the liquid metal.
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FUTURE WORK
Research to simulate the results of diffusion-controlled reac-
tions and reaction-controlled kinetics on the three predefined 
geometries will continue.  Comparisons will be made with pre-
viously obtained experimental values and other analytical stud-
ies to compare and validate the code.  Attempts will be made to 
compare some of the simulation results with any experimental 
data available in the literature.   
The STAR-CD models will be used to simulate the 3-D hydro-
dynamics of the LBE loop.  The concentrations and mass 
fluxes of species that diffuse into the surface will be calculated.  
Programming scripts for the species transport equations will be 
written using the STAR-CD subroutine.  Fluxes of iron and 
lead oxide from the surface will be calculated based on the 
product concentrations from the reactions.  Corrosion and pre-
cipitation for the entire loop will also be calculated.  Finally, 2-
D and 3-D corrosion kinetic finite difference models will be 
developed to study the corrosion rates for sudden expansion 
and contraction geometries, as well as for multi-branch outlets 
at junctions.  
RESEARCH ACCOMPLISHMENTS
Geometries and flow conditions similar to experimental results 
in the literature were set up and used to benchmark the models 
assembled using the STAR-CD software.  Test case studies 
indicated that the outcome from STAR-CD was correct and 
that numerical modeling is applicable to the research in this 
problem. 
Using these models, concentration flux profiles were obtained 
for both laminar and turbulent profiles in a straight pipe. This 
information was then used for the chemical kinetics analysis 
for corrosion on the inside walls of the LBE loop.   
A 2-D model problem was simulated under the premise that 
the expected corrosion rate along the pipe’s length may vary as 
a result of local flow condition differences and concentration 
profiles normal to the wall.  The corrosion rate was found to 
vary inversely with distance in the pipe length raised to the 
one-third power.  The results show a good agreement with the 
analytical solutions.  Concentration of corrosion decreases ex-
ponentially with distance. 
Another 2-D test case, set up with sudden expansion geometry, 
indicated a fluctuation of flow in the bulk area.  This fluctua-
tion gave rise to the production, propagation and disappearance 
of vortexes in the near-wall region.  These findings demon-
strate consistency with experimental results.   
A 3-D gradual expanding pipe model was built in the shape of 
a cone.  Results indicate that gradual expansion demonstrates 
simple and straightforward corrosion phenomena.  Findings 
emphasized the relationship between corrosion rate and flow 
conditions, such as vortexes and separation.  
An additional set of simulations was executed on a closed loop 
using a straight pipe.  These runs compared previously ob-
tained results representing a diffusion-controlled reaction with 
conditions similar to the Delta loop at LANL.  A “momentum 
source” within STAR-CD simulated the effect of a pump.  This 
provided constant flow without the need for a detailed descrip-
tion of the pump flow.  Analytical and numerical simulations 
show several similarities.  However, the numerical results 
showed some peculiarities and differences from the straight 
loop concentration flux distribution.  These happen to coincide 
with the location of the elbows around the loop.  This may sug-
gest that a secondary phenomenon occurs that does not take 
place in the straight loop.    
HIGHLIGHTS
i “Modeling of Corrosion in Oxygen Controlled Lead 
Bismuth Eutectic Systems with the Coupling of Chemi-
cal Kinetics and Hydrodynamics” presented at the 
AFCI Semi-Annual Review Meeting, Albuquerque, 
NM, January 22-24, 2003. 
i “Modeling of Corrosion and Precipitation in the LBE 
flow Loop and Study of Geometric Effects in Local 
Corrosion Rates” presented at the ANS Student Confer-
ence, Berkeley, CA, April 2-6, 2003.   
i “Study of the Geometry Effects on Local Corrosion 
Rates for LBE Loop” presented at the ANS Annual 
Meeting, San Diego, CA, June 1-5, 2003. 
15 
Research Staff 
Samir Moujaes, Principal Investigator, Associate Professor, Mechanical Engineering Department 
Yitung Chen, Interim Director, UNLV Nevada Center for Advanced Computational Methods 
Students 
Kanthi Dasika and Chao Wu, Graduate Students, Mechanical Engineering Department 
Collaborators 
Ning Li, LBE Project Leader, Los Alamos National Laboratory 
Profile of Oxygen Concentration along the Pipe Axis
